FIBREX

SAFING INSULATION

PRODUCT NAME
FIBREX SAFING INSULATION

MANUFACTURER

Fibrex Insulations Inc.

561 Scott Road

Sarnia, Ontario N7T 7L4
Phone: 1-800-265-7514
Fax: 1-800-363-4440

PRODUCT DESCRIPTION

Fibrex Safing Insulation is an unfaced, semi-rigid product
that provides superior fire resistance properties when
installed between the exterior wall system and floor

slab, in service penetration or joint firestop systems. It

is manufactured from basaltic rock, utilizing patented
technology, with a melting point in excess of 2000°F

Fibrex Safing
Insulation

(1093°C). The fibres are bonded and preformed into a

self-supporting semi-rigid board that is compressed into

the void or opening between a wall and slab junction and covered with an approved smoke seal layer to prevent the
passage of flame or smoke, between floors, in fire rated assemblies.

Fibrex Safing Insulation’s superior handleability means that the material is clean and can be easily fabricated and installed
for use in firestop systems resulting in reduced labour costs.

PRODUCT INFORMATION

STANDARD SIZES
STANDARD THICKNESSES

THERMAL RESISTANCE
MOISTURE ABSORPTION

SURFACE BURNING CHARACTERISTICS

NON-COMBUSTIBILITY
NON-CORROSIVE

NOMINAL DENSITY
ASBESTOS CONTENT

24" x 48" (610mm x 1220mm)
1" to 4" (25mm to 102mm) 1/," (13mm) increments

ASTM C518 R4.35/in

less than 0.1% by volume when tested in accordance
with ASTM C 1104/C 1104M

Flame Spread 5

Smoke Developed 0

when tested in accordance with CAN4-S102, ASTM E-84, and
UL 723

material listed as non-combustible by ULC and ULI;

tested in accordance with CAN4-S114 and ASTM E-136

will not cause or contribute to corrosion; NRC 1.36, ASTM
€692, ASTM C795 and ASTM C871

4.75 pcf (76 kg/m?)
0% (None)

Fibrex mineral fibre insulation products are manufactured from some recycled materials.
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